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ZERTIFIKAT e CERTIFICATE & :3:%

Product Service

CERTIFICATE

No. Z10 075157 0025 Rev. 00

Holder of Certificate: Pizzato Elettrica s.r.i.
Via Torino 1
36063 Marostica (V1)
ITALY

Certification Mark:

Functional @r
Safety

Product: Safety components
Safety Interlocks

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the certification
mark in any way. In addition the certification holder must not transfer the certificate to third parties. See
also notes overleaf.

Test report no.: PM90210T

Valid until: 2023-08-21

Date, 2018-08-22 { Claudio Grego#i0 )
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Product Service

CERTIFICATE

No. Z10 075157 0025 Rev. 00

Parameters: Operating Voltage: 24 Vdc £10%
Ambient temperature: -20°C ... +50°C
Max actuation frequency: 600 operation cycles / hour
Max. holding force Fzh: 1615 N
Degree of protection: IP67/IP69K

Tested according to:  EN60947-5-3:2013
9 EN 61508-1:2010 (SIL 2/ 3)

EN 61508-2:2010 (SIL 2/ 3)

EN 61508-3:2010 (SIL 2/ 3)

ENISO 14119:2013

EN 62061:2015/A2:2015 (SILCL 2/ 3)
EN ISO 13849-1:2015 (Cat2/4,PLd/e)

2006/42/EC
Factory(ies): 075157
Model(s): NS locking switch
NS abcd1efg-hhhiiijjjkkkk

with:

a Safety Output Activation functioning mode

. spring-locked guard, ‘Mode 1': safety output active with guard locked (SIL 3, Cat 4, PL e)

spring-unlocked guard, ‘Mode 1': safety output active with guard locked (SIL3,Cat4,PLe)

spring-locked guard, ‘Mode 2': safety output active with guard closed (SIL 3, Cat 4, PL e)

spring-unlocked guard, ‘Mode 2’: safety output active with guard closed (SIL 3, Cat 4, PL e)

spring-locked guard, ‘Mode 3'": safety output OS1 ac-tive with guard locked, safety output OS2

active with guard closed (SIL 2, Cat 2, PL d)

: spring-unlocked guard, ‘Mode 3': safety output OS1 active with guard locked, safety output OS2
active with guard closed (SIL 2, Cat 2, PL d)
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b Input, output and programming signals:

2: Two safety outputs OS1 OS2, Inserted actuator signaling output O3, Locked actuator signaling
output O4, Electro-magnet activation inputs IE1/JE2

3: Two safety inputs IS1 IS2, Two safety outputs 0S1 0S2, Inserted actuator signaling output O3,
Locked actuator signaling output O4, Electro-magnet activation inputs IE1/IE2, reset input I3

4: Two safety inputs I1S1 1S2, Two safety outputs OS1 OS2, Inserted actuator signaling output O3,
Locked actuator signaling output O4, Electro-magnet activation inputs IE1/IE2 Actuator
programming/reset input I3

5: Two safety inputs I1S1 1S2, Two safety outputs 0S1 0S2, Inserted actuator signaling output O3,
Locked actuator signaling output O4, Electro-magnet activation inputs IE1/IE2, Actuator
programming/reset input 13, EDM feedback input 15

¢ Front auxiliary unlock
Z: Without auxiliary unlock
A: Screw driver auxiliary unlock
C: Modular screwdriver unlock
E: Modular escape release
S: Modular key lock
T: Modular plug
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Product Service

CERTIFICATE

No. Z10 075157 0025 Rev. 00

d Rear auxiliary unlock
Z: Without auxiliary unlock
C: Modular screwdriver uniock
E: Modular escape release
S: Modular key lock
T: Modular plug

1: Fixed code

e: Connection position
D: Side adjustable connection
S: Axial connection

f: Connection type
A: PVC cable - 12 x 0,14 mm2
B: PVC cable - 8 x 0,34 mm2
D: PUR halogen-free cable - 12 x 0,14 mm2
E: PUR halogen-free cable - 8 x 0,34 mm2
G: Railway cable EN 50306-4 - 12 x 0,14 mm2
H: Railway cable EN 50306-4 - 8 x 0,34 mm2
M: 12 poles M12 connector (male)
P: 8 poles M12 connector (male) for “stand alone” connections
Q: 8 poles M12 connector (male) for “Y cable” daisy chain connections

g: Cable length in meters
K: Integrated M12 male connector (no cabie)
0: Special cable code (see optional code 2xxx)
XXx: Xxx m cable (e.g.: 0.1 = 0,1 m cable length, 2 = 2 m cable length, 10 = 10 m cable length, etc.)

Optional codes:

hhh Actuator
blank No actuator provided
F40: provided with VN NS-F40 actuator with low coding level
F41: provided with VN NS-F41 actuator with high coding level
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ZERTIFIKAT & CERTIFICATE ¢

iii Actuator extraction force
Blank standard value (20 N)
E36: zero force extraction
Other force extraction on request

TUV SU

iilj Release button length (Non Safety)
blank: wall thickness length max 15 mm (standard)
LP30: wall thickness length max 30 mm
LP40: wall thickness length max 40 mm
LP50: wall thickness length max 50 mm
Other wall thickness on request

kkkk additional alphanumeric code (Non Safety)

An additional alphanumeric code could be added to product code for customer’s non-electrical
variations (e.g. color, special labeling, special packaging, non-safety firmware customization, etc.).

Page 3 of 3

TUV SUD Product Service GmbH - Certification Body - Ridlerstra3e 65 - 80339 Munich » Germany TUV®



Zertifiziervertrag

Grundlage flr die Zertifikatserteilung ist die Prif-
und Zertifizierordnung von TUV SUD Product
Service.

Mit Erhalt des Zertifikates erkennt der
Zertifikatsinhaber die jeweils glltige Fassung der
Pruf- und Zertifizierordnung an (www.tuev-
sued.de/ps_regulations) und wird somit Partner im
Zertifiziersystem von TUV SUD Product Service.

Prinzipielle Voraussetzung fiir die Giiltigkeit

des Zertifikates:

e Giltigkeit der zitierten normativen
Prafgrundlage(n) ist gegeben

und zusatzlich bei Zertifikaten mit Berechtigung

zur Verwendung eines Priifzeichens bzw. bei

Zertifikaten fir QM-Systeme:

e Voraussetzungen fir vorschriftsmaBige
Fertigung werden eingehalten.

» Die Fertigungs- bzw. Betriebsstatten werden
regelméaBig tberwacht.

Certification contract

Certification is based on the TUV SUD Product
Service Testing and Certification Regulations.

On receipt of the certificate the certificate holder
agrees to the current version of the Testing and
Certification Regulations (www.tuv-
sud.com/ps_regulations) and thus becomes partner
in the TUV SUD Product Service Certification
System.

Requirements for the validity of the certificate

in principle:

¢ Validity of the quoted test standard(s)

In addition, for certificates with the right to use a

certification mark and for QM certificates:

o Conditions for an adequate manufacturing are
maintained

e Regular surveillance of the facility is performed
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Contrato de certificacao

A certificag@o se baseia nos Regulamentos de
Testes e Certificacdo do Grupo TUV SUD.

Ao receber o certificado, 0 Fornecedor, titular do
certificado concorda com a versao atual dos
Regulamentos de Testes e Certificagcdo do Grupo
TUV SUD (www.tuv-sud.com/ps_regulations) e
assim, torna-se parceiro no Sistema de Certificacédo
de Produtos e Servigos TUV SUD.

Requisitos para a validade do certificado (em

principio):

¢ Validade da(s) norma(s) de ensaio(s)
referenciada(s).

Adicionalmente, para os certificados com o direito

ao uso da marca de certificagado e para certificados

de SG:

¢ Condi¢bes de fabricacao adequada estdo
mantidas.

¢ Auditoria de. monitora¢ao realizada
regularmente.



